yfr or type unknown

Ref. No.:
62005111952

Overview and Technical Data:

GLEASON - PFAUTER - No.116 Hypoid Gear Generator

SON PFAUTER

Y ear of Build:
Jan 2004

Description:

Used GLEASON No. 116 - Hypoid gear finisher 4-AxisCNC
Machine

Machine new in 2004 !!!
CNC Control:Fanuc 16iM
CAPACITY

e Max cone distance (30 degree angle and 300 mm cutter): 228 m
Max extremeratio: 10to 1

Max gear pitch diameter (30 degree spiral angle):

-Ratio 10 to 1: 457 mm (18")

-Ratio 2 to 1: 406 mm

-Ratio 1to 1: 323 mm

Diametral pitch (coarsest): 12,7 mod.

Max full depth: 25,4 mm

Max face width: 69,9 mm (2,75")

Number of teeth: 5 to 150


https://www.asset-trade.de/en/search/make/gleason-pfauter

WORK SPINDLE

Diameter of taper hole at large end: 100 mm
Taper per foot: 39/1600 mm

Depth of taper: 150 mm

Diameter of spindle nose: 137,5 mm

CUTTER DIAMETER
e Diameter: 125 mm; 150 mm:; 187,5 mm; 225 mm; 300 mm
WORKHEAD SETTINGS:

e Max offset above center: 112,5 mm

e Max offset bellow center: 112,5 mm

¢ Distance from machine center to nose of spindle:
e -Max: 337,5mm

e -Min: 62,5 mm

SPEEDS AND FEEDS

o Cutter speeds: 20 to 115 rpm
e Feed (seconds per tooth): 9 to 80 seconds

ELECTRICAL EQUIPMENT

¢ Voltage: 380V, 50 Hz
e Feed motor: 5,5 kW

¢ Hydraulic motor: 3 kW
e Coolant motor: 1,5 kW

MISCELLANEOUS

Floor space: 2560x1980 mm

Height: 1620 mm

Net weight: 10977 kg

Shipping weight (boxed for export): 11930 kg
Size of case: 3040x2760x1950 mm

Technical Data:

Technical Data:

Control:
Series 16i

Dimensions and Weight:

Weight:
11.930 kg

Buyer Information:


https://www.asset-trade.de/en/search/control/cnc-fanuc-series-16i

Condition:

Very good condition
Available:

On Request

Sold as:

EXW (Ex Works - Incoterm)
VAT:

19%

Buyers Premium:
15%

L ocation:

India

Crear Ger



https://www.asset-trade.de/en/search/condition/very-good-condition
https://www.asset-trade.de/en/search/availability/request
https://www.asset-trade.de/en/search/selling-condition/exw-ex-works-incoterm
https://www.asset-trade.de/en/search/vat/19
https://www.asset-trade.de/en/search/buyers-premium/15
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C N C 1 1 S BEVEL GEAR
GENERATOR
FUNCT DESCRIPTION

Dir : Display and Select Program Number

Hun ¢ Display running status of machine

Frog: Enter Part Parm Download to CNC

Port: Input/Output of parameters

Fos : Display Manually Set Axis Positio

Press Right Soft Key To Access Followin

Help: Display 1/70 Status

USE FUNCTION KEYS TO SELECT AN ACTIVITY
413798

NUM= 0S120% Toeee

JOG #%%kk Sk k%% 01:38:22
£ DIR )(C RUN )( PROG ) ( PORT ) ( POS




GE Fanuc Series 1

CRADLE DATA INFORMATION
Cradle Angle Feedrate
Start Relli_176. 000 Deg 6. 700 Deg-/Sec
1at Var Pt: 181, 000 Deg 8. T0@ Deg/Sec
2nd Var Pttt 141, 000 Deg 6. 700 Deg/Sec
End Rell: 130, 000 Deg
Center Pt: 143,611 Deg
Plunge Pt: 9. 000 Deg
Return Rell: 10, 900 Deg/Sec
Sliding Base Set-in: 0. 0000 In
Work Set-Over! 9. 9000 Deg
Work Axis Center Pt! 0. 0000 Deg

0S120% Teeee
JOG wwkk ok wkn 01:38:11
£ PART ) (CUTTER) (RATIO ) ( BASE ) ( MACH )

Asset-Trade

Assessment and Sale of Used Assets world wide



Am Sonnenhof 16
47800 Krefeld

Germany

Tel.: +49 2151 32500 33

Fax.: +49 2151 65 29 22

Email: info@asset-trade.de

Web.: https://www.asset-trade.de/en

Ref. No.:
62005111952

Overview and Technical Data:

GLEASON - PFAUTER - No.116 Hypoid Gear Generator

SON PFAUTER

Gleaso

Y ear of Build:
Jan 2004

Description:


mailto:info@asset-trade.de
https://www.asset-trade.de/en
https://www.asset-trade.de/en/search/make/gleason-pfauter

Used GLEASON No. 116 - Hypoid gear finisher 4-Axis CNC
Machine

Machine new in 2004 !!!
CNC Control:Fanuc 16iM
CAPACITY

e Max cone distance (30 degree angle and 300 mm cutter): 228 m
Max extremeratio: 10to 1

Max gear pitch diameter (30 degree spiral angle):

-Ratio 10 to 1: 457 mm (18")

-Ratio 2to 1: 406 mm

-Ratio 1 to 1: 323 mm

Diametral pitch (coarsest): 12,7 mod.

Max full depth: 25,4 mm

Max face width: 69,9 mm (2,75")

Number of teeth: 5to 150

WORK SPINDLE

Diameter of taper hole at large end: 100 mm
Taper per foot: 39/1600 mm

Depth of taper: 150 mm

Diameter of spindle nose: 137,5 mm

CUTTER DIAMETER
e Diameter: 125 mm; 150 mm:; 187,5 mm; 225 mm; 300 mm
WORKHEAD SETTINGS:

e Max offset above center: 112,5 mm

Max offset bellow center: 112,5 mm

Distance from machine center to nose of spindle:
-Max: 337,5 mm

-Min: 62,5 mm

SPEEDS AND FEEDS

e Cutter speeds: 20 to 115 rpm
e Feed (seconds per tooth): 9 to 80 seconds

ELECTRICAL EQUIPMENT

Voltage: 380 V, 50 Hz
Feed motor: 5,5 kW

Hydraulic motor: 3 kW
Coolant motor: 1,5 kW

MISCELLANEOUS



Floor space: 2560x1980 mm

Height: 1620 mm

Net weight: 10977 kg

Shipping weight (boxed for export): 11930 kg
Size of case: 3040x2760x1950 mm

Technical Data:

Technical Data:

Control:
Series 16i

Dimensions and Weight:

Weight:
11.930 kg

Buyer Information:

Condition:

Very good condition
Avallable:

On Reguest

Sold as:

EXW (Ex Works - Incoterm)
VAT:

19 %

Buyers Premium:

15 %

Location:

India

I mages:


https://www.asset-trade.de/en/search/control/cnc-fanuc-series-16i
https://www.asset-trade.de/en/search/condition/very-good-condition
https://www.asset-trade.de/en/search/availability/request
https://www.asset-trade.de/en/search/selling-condition/exw-ex-works-incoterm
https://www.asset-trade.de/en/search/vat/19
https://www.asset-trade.de/en/search/buyers-premium/15




Gear Generarop




el 1] e
DREN BE.
ERpEE EE
















W

® ~Nuoi -

Ze @ O
B D= » -
iO00mr,
"000N0M-

T
MMM CYCLE T
& INCHw
BAE aaw It T
n

s ) (R A

ol

2
GE Fanuc



RN Time 33010 CYCLE TINE O% B 0
ACT. ¥ e 00 INCAN Os 17208 Teaee
JOM Sass 288 AWn 1:38: 2%

{ Ao IR AL N )




C N C 1 1 S BEVEL GEAR
GENERATOR
FUNCT DESCRIPTION

Dir : Display and Select Program Number

Hun ¢ Display running status of machine

Frog: Enter Part Parm Download to CNC

Port: Input/Output of parameters

Fos : Display Manually Set Axis Positio

Press Right Soft Key To Access Followin

Help: Display 1/70 Status

USE FUNCTION KEYS TO SELECT AN ACTIVITY
413798
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GE Fanuc Series 1

CRADLE DATA INFORMATION
Cradle Angle Feedrate
Start Relli_176. 000 Deg 6. 700 Deg-/Sec
1at Var Pt: 181, 000 Deg 8. T0@ Deg/Sec
2nd Var Pttt 141, 000 Deg 6. 700 Deg/Sec
End Rell: 130, 000 Deg
Center Pt: 143,611 Deg
Plunge Pt: 9. 000 Deg
Return Rell: 10, 900 Deg/Sec
Sliding Base Set-in: 0. 0000 In
Work Set-Over! 9. 9000 Deg
Work Axis Center Pt! 0. 0000 Deg

0S120% Teeee
JOG wwkk ok wkn 01:38:11
£ PART ) (CUTTER) (RATIO ) ( BASE ) ( MACH )

Asset-Trade

Assessment and Sale of Used Assets world wide
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Germany
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