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Ref. No.:
1322-05312010

Overview and Technical Data:

DURMA PP 4 30ton Punching Machine

DURMA

Year of Build:
Jan 2007

Description:

Used DURMA PP 4 CNC Turret Punching Machine & nibbling
machine

CNC Controls Siemens 840

Technical data:

Max pressure: 300 kN (30 T)
Metal length: 2400 mm
Metal width: 1250 mm
Max steel thickness: 5 mm
Length with repositioning: 2400 mm
Metal width with repositioning: 1250 mm
Max Punching diameter:  40 mm

Loading and unloading is easily integrated in Durma punching machines. These systems have many
advantages which include but are not limited to reduced operator fatigue, increasted operator safety and
increased production efficiency.

DURMA Punch Press is equipped with infra-red barrier system according to CE conformity. Rotational -
Head Punch Durable punching operation for cost effective processes

Technical Data:

https://www.asset-trade.de/en/search/make/durma


Technical Data:

Control:
SINUMERIK 840D

Dimensions and Weight:

Height:
2.380 mm
Length:
4.300 mm
Width:
3.800 mm
Weight:
11.500 kg

Buyer Information:

Condition:
Normal wear
Available:
Immediately
Sold as:
EXW (Ex Works - Incoterm)
VAT:
19 %
Buyers Premium:
16 %
Location:
Turkey

Images:

https://www.asset-trade.de/en/search/control/cnc-siemens-sinumerik-840d
https://www.asset-trade.de/en/search/condition/normal-wear
https://www.asset-trade.de/en/search/availability/immediately
https://www.asset-trade.de/en/search/selling-condition/exw-ex-works-incoterm
https://www.asset-trade.de/en/search/vat/19
https://www.asset-trade.de/en/search/buyers-premium/16
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